
© 2012, BALMAR LLC 10/31/17

APPLICATION 
348 Multi-Gard is for use on drill collars, drill 
pipe, tubing and casing as anti-seize compound, 
a running and sealing compound, and as a 
storage compound.

BENEFITS 
 ▪ Economical
 ▪ Anti-seize compound
 ▪ Running and sealing compound
 ▪ Storage compound
 ▪ Extreme pressure additives
 ▪ Anti-wear additives
 ▪ Sticks to wet joints
 ▪ Protects against the corrosive effects of H2S
 ▪ Non-hazardous
 ▪ Water-resistant
 ▪ Resist pressures of galling, seizing, and 

downhole make-up
 ▪ Protects against rust, corrosion, and 

oxidation
 ▪ Exceeds API specifications

TYPICAL OBSERVATIONS
Color Black
Appearance Smooth Paste
Thickener Aluminum Complex
Fluid Type Petroleum
Density, lb/gal @ 77°F (25°C), 
 ASTM D-1298 9.9
Specific Gravity 1.187
Dropping Point, ASTM D-2265 450°F (232°C)
Flash Point, ASTM D-92 >450°F (>232°C)
Penetration, ASTM D-2265
 worked @ 77°F (25°C) 310 - 340
Oil Separation, ASTM D-6184
 % lOSS @ 212°F (100°C) <3.0
Copper Strip Corrosion, 
 ASTM D-4048 1A
Temperature Range 10°F to >400°F
  (-12°C to 204°C)
Shelf Life (unopened container) Two years

PRODUCT DESCRIPTION 
348 Multi-Gard is a premium, non-hazardous, 
metal-free thread compound for use on drill collars, 
drill pipe, tubing, and casing. A multi-functional 
compound, 348 Multi-Gard works as an anti-seize 
compound on shouldered connections, a running 
and sealing compound on threaded connections, 
and as a storage compound for all types of threaded 
connections. The extreme pressure and anti-wear 
additives of 348 Multi-Gard resist the pressures 
of galling, seizing, and downhole makeup. This 
aluminum complex based compound is water 
resistant and will stick to wet joints for protection 
against rust, corrosion, and oxidation on both 
shouldered and interference threads. 348 Multi-
Gard also contains additives for protection against 
the corrosive effects of H2S making it suitable for 
use in any drilling environment. 348 Multi-Gard 
exceeds API specifications for thread compounds. 
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Premium Non-Metallic Thread Compound for Drill Strings, Tubing, and Casing


