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RELATED PRODUCTS 
60 Plug Valve Sealant
601 Plug Valve Lubricant
603 Plug Valve Lubricant and Sealant
603HV Biodegradable, Synthetic Plug Valve 
Lubricant and Sealant
643 Synthetic High Viscosity Plug Valve 
Lubricant and Sealant

BENEFITS 
 ▪ Excellent sealing  properties
 ▪ Keeps valves free from “freezing”
 ▪ Services temperatures to 400°F (204°C)
 ▪ Resists acids, caustics and harsh chemicals
 ▪ Easy-to-use “B”, “J” or “K” stick type lubricant
 ▪ Combats corrosion

APPLICATION 
With injector: Use heavy-duty injector loaded with 
sticks of 604 Plug Valve Lubricant. Inject slowly  through 
a button head fitting.

With built-in lubricator: Remove the lubricant screw 
from the end of valve stem. Insert a stick of 604 Plug 
Valve Lubricant  into  the  lubricator  and replace 
screw. Tighten the screw slowly to push the 604 
Plug Valve Lubricant through the sealing grooves 
as needed for lubrication and sealing. The only tool 
needed is a wrench.

TYPICAL OBSERVATIONS
Color Green*
Texture Grainy
Appearance Moldable sticks
Active Component LIQUILON
Base Oil Type Petroleum
Density, lb/gal @ 77°F (25°C) 11.0
Specific Gravity 1.32
Flash Point, ASTM D-92 >400°F (204°C)
Penetration, ASTM D-217 85–95
Dropping Point, ASTM D-2265 >500°F (>260°C)
Solubility in Water Insoluble
Water Washout Characteristics
 ASTM D-1264 @ 77°F (25°C) Nil
Corrosion Preventive Properties
 ASTM D-1743 @ 125°F (52°C) Pass
Temperature Range 10°F to 500°F
  (-12°C to 260°C)
Shelf Life (unopened container) Two years
* When exposed to UV light, the surface of this product may 
turn a brownish color. The color change will NOT affect the 
performance properties of this product.

PRODUCT DESCRIPTION 
604 Plug Valve Lubricant is a lubricant and sealant suitable 
for a variety of applications. It is used in  nearly all industrial 
areas to keep valves free moving and preventing liquid or 
gas from escaping.  604 Plug Valve Lubricant is insoluble in 
water, combats corrosion, and eliminates waste.

The LIQUILON content of 604 Plug Valve Lubricant is inert 
and unaffected  by acids, oils, caustics, or common solvents.

604 Plug Valve Lubricant is a stick-type lubricant  primarily 
for use in plug valves. 604 Plug Valve Lubricant is available 
in modified “B” sticks, “J” and “K”  sticks. The 604 Plug Valve 
Lubricant  “B” sticks are applied with screw-type lubricator  
equipment while  “J” and “K”  sticks can only be applied with 
a high pressure gun.
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