Liquid-O-Ring®

Our Company was founded in 1958,
beginning with the dream of two individuals
and only one product to sell. This dream
has grown into a manufacturing company
with approximately 1,000 products used
by all types of industries worldwide. Since
its inception, the growth of the Company
is the direct result of our commitment to
manufacture quality products.
From the first product, Hydrogel, to
the development of an entire line of
products marketed under the Liquid-O®
Ring tradename, the Company became
recognized worldwide for the quality of
its products. Since 1958, the Company
has expanded to include thread sealants,
wireline and wire rope products, coatings,
pump and valve packings, sealants for
oil wells, and hydraulic oil additives to
meet the demands of today’s industries.
As the demand continued to grow, more
products were added to meet the needs of
the customers, including a line of soaps,
detergents, and related products for the
janitorial, car wash, and concrete industries.
Besides our commitment to manufacture
quality products and adaptability
to cus to m e r /i ndu s tr y needs , ot her
contributing factors to the Company’s
success are its strategic warehouse
locations, network of distributors
located nationally and internationally,
co m m i t m e nt to exc el l ent c u s to mer
service, and product reliability providing
the utmost customer satisfaction.

OUR MISSION STATEMENT:
“To operate safely while making quality
products at the lowest cost and to deliver
to our customers on time.”

O il C enter Res ear c h , LLC
800.256.8977
www.oilcenter.com
esales@oilcenter.com

PREMIUM LUBRICANTS

THREAD COMPOUNDS

V A LV E P R O D U C T S

161 Resist-All Silicone Compound resists changes
from oxidation and is non-conductive. Temp.
Range: –50°F to 400°F (–45°C to 204°C)

127AG Pipe Storage Compound contains no
metals and is designed to control formulation of
rust and pitting on thread surfaces. Application
Temp. Range: –65°F to 250°F (–53°C to 121°C)

171AG Graphite Grease is formulated for
use as a valve body fill grease on gate valves,
wellheads or frac valves while in service or in
storage and is pumpable to –25°F(–32°C).

220AG Copper Seal is a lead-free, premium drill
collar compound that prevents galling and seizing.
Temp. Range: –65°F to 250°F (–53°C to 121°C)

187 Molylube is a multipurpose, synthetic
grease that meets the demands of heavy-duty
equipment under extreme conditions. Temp.
Range: –50°F to >400°F (–45°C to >204°C)

404LT resists the corrosive effects of downhole
conditions, contains Liquilon®, is H2S resistant
and remains pliable in low temperatures. Temp.
Range: –65°F to 400°F (–53°C to 204°C)
CL200 is an all-purpose lubricant for temperatures
as low as –65°F(–53°C). CL200 is waterresistant, easy-to-apply, and can be used for light
or heavy-duty jobs.

WIRELINE PRODUCTS
765 Grease Seal
765A: –60°F(–51°C) to 10°F(–23°C)
765D: –10°F(–23°C) to 30°F(–1°C)
765G: 10°F(–12°C) to 60°F(15°C)
2113 Wireline Glycol I prevents freezing of
condensates and liquids in the lubricator and
well bore. Freezing Point ranges with dilution
ratios. At a 50/50 dilution the freezing point is
–30°F: 70/30 is –60°F.
2213 Wireline Glycol RTU is a ready-to-use
formulation to prevent freezing of condensates
and liquids in the lubricator and well bore.
NC111 Silicone Non-Conductive Grease is an
odorless grease that is resistant to H2S and
CO2. It is non-melting and non-toxic. Temp.
Range: –50°F to 400°F (–45°C to 204°C)

222AG is a drill collar compound, made with
polytetrafluoroethylene, that can be used on
new, worn, or damaged threads. Temp. Range:
–65°F to 250°F (–53°C to 121°C)
236AG is an environmentally safe, metal-free
tool joint and drill collar compound. Temp.
Range: –65°F to 225°F (–53°C to 107°C)
306AG OCR Modified, a lead-free compound, is
for application to casing, tubing, and line pipe.
Temp. Range: –65°F to 225°F (–53°C to 107°C)
318AG OCR Modified is a metal-free thread
compound for casing, tubing, and line pipe.
318AG is environmentally acceptable and meets
all API performance specifications. Service Temp.
Range: –65°F to 225°F (–53°C to 107°C)
325AG is a superior, biodegradable, nonmetallic thread compound for casing, tubing,
and line pipe that services temperatures as low
as –20°F(–29°C).
4000AG is lead and zinc-free alternative to
API Modified that services temperatures as
low as –22°F (–30°C).

189 Spin Easy is a synthetic base sealant
designed for use on gate and plug valves at a
temperature as low as –65°F(–53°C).
607 Valve Plus provides lubrication and sealing to
valves exposed to CO2 and is 100% synthetic. Temp.
Range: –50°F to >400°F (–45°C to >204°C)
610 Valve Arctic Seal is an excellent cold weather
valve lubricant and sealant made with Liquilon®.
Temp. Range: –30°F to >450°F (–34°C to >232°C)
622 is an excellent, synthetic valve lubricant and
sealant that resists hydrogen sulfide, crude oil,
oilfield brine, diesel and sea water. Service Temp.
Range: –60°F to >400°F (–51°C to >204°C)
627 is a superioir, synthetic valve lubricant that
resists the effects of hydrogen sulfide, crude oil,
oilfield brine, sea water, and hydrocarbons. Temp.
Range: –28°F to >450°F (–33°C to >232°C)

OILS & GREASES
150 contains an anti-wear additive and is effect
at temperatures as low as –65°F (–53°C).
940AG Arctic Grade Hydraulic Oil is manufactured
using the highest quality paraffinic base oil and
a balanced combination of anti-wear additives.
1040 is a synthetic, biodegradable hydraulic oil
that is available in 32, 46, and 68 grades. Temp.
Range: –60°F to >385°F (–51°C to >196°C)
1053 Fully Synthetic, Biodegradable, Industrial
Gear Oil comes in 32, 46, 68, 150, 460 grades.
PM900 Synthetic Military Grease services
temperatures as low as –65°F(–53°C).

