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Oil Center Research was founded in 1958 from a vision of two

can offer a complete line of environmentally safe products for all

individuals with only one product to sell. Over the past 50 years,

industries and applications.

Oil Center Research International, L.L.C.’s product line has grown
to include over 1,000 products that are sold in more than 80
countries. The Company motto, “Seal of Dependability,” signifies
a commitment to our customers by providing some of the highest
quality products available in the market today.

Over the last 50 years, Oil Center Research International, L.L.C.’s
success is attributable to the strong relationships we have built
with our customers as well as the commitment to respond to our
customers’ needs with the highest quality products and service.
Over the years, the industry has presented many challenges, but

Our product lines include products for oilfield, industrial, water

with wonderful customer support and the dedication of the Oil

well, automotive, marine, fishing, petrochemical, and agricultural

Center Research family, the Company has continued its success.

markets. At present, Oil Center Research International, L.L.C.

Oil Center Research International, L.L.C.
800.549.2407 | 337.993.3559
info@oilcenter.com
www.oilcenter.com/international

Oil Center Research International, L .L .C.
is a team committed to quality ser vice
and products in an ecologically balanced
global marketplace.

SOLIDS

LUBRICANTS

626 Self-Mold is a clean, odorless, moldable, unextruded
packing used to seal stuffing boxes and repair scored
and pitted shafts. It is made with LIQUILON®, can be
used as a supplement to either worn or new packing,
and services temperatures up to 400°F (204°C).

404EU Lubon is an all-purpose lubricant and sealant
that gives coated parts long-lasting protection. 404EU is
made with LIQUILON® and possesses a unique plating
and coating ability which provides a residual lubrication
film that eliminates metal-to-metal contact and prevents
rust and corrosion.

636G Stick Packing is a clean, odorless, pliable packing
used to seal stuffing boxes and continues to seal and
lubricate long after conventional packing has failed.
Made with LIQUILON ®, it repairs scored and pitted
shafts and reduces wear. 636G services temperatures
up to 400°F (204°C) and has a size of 1/2” equilateral x
2 1/2” sticks, forming a triangular prism.
656 Pak-Off will not scar or gall the shaft of any moving
parts, never loses its’ lubricity and requires no cutting
or special tools to install. 656 can be removed and
completely replaced when needed without removing old
packing. 656’s white flakes are self-molding and is for
use on all types pumps, valves, and services including
cryogenic applications.

404SYN is the only premium, synthetic lubricant and
sealant made with LIQUILON® that services temperatures
to 400°F (204°C) and pressures to 10,000 psi. Because
404SYN is synthetic based, it offers extreme pressure
and anti-fretting characteristics and a wider temperature
range than most hydrocarbon base lubricants.
404SYN/ES is an environmentally safe, synthetic lubricant
and sealant. This lubricant and sealant is manufactured
without any zinc oxide.

ACCESSORIES
Model 400 Gun

686 Self Form, Synthetic Packing is a clean, odorless,
pliable packing used to seal stuffing boxes and repair
scored and pitted shafts. 686 is petroleum-hydrocarbonfree stick packing made with LIQUILON®.

Button Head Stop Cocks

SEMI-LIQUIDS
505 Semi-Liquid Packing is made with LIQUILON ®
and is recommended for the elimination of centrifugal,
reciprocating, polish rod and valve stuffing boxes. 505
is designed especially for close tolerances.
506 Semi-Liquid Packing provides superior sealing and
lubrication while repairing scored, pitted, and damaged
shafts with constant use. 506 is for close tolerances up
to 0.010 inch clearance and is made with LIQUILON®.
507 Semi-Liquid Packing is made with LIQUILON® and is
recommended for the elimination of downtime in centrifugal,
reciprocating, polish rod and valve stuffing boxes. 507 is
for close tolerances up to 0.020 inch clearance.
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