
Scale formation is a significant factor in wall loss and 
subsequent downgrading of oilfield pipe. Salt solutions and well acids 
will severely shorten the life of the pipe if not addressed immediately. 
This cost can be greatly reduced by using AQUA CURE to prevent 
damage from exposure to brine solutions. Available in two grades, 
AQUA CURE is proven to provide protection to tubular goods that 
have been exposed to even the most concentrated brine solutions. 
AQUA CURE 690 is for normal operations, while AQUA CURE 690C 
PREMIUM is for severe applications. 

APPLICATION: Thoroughly wet the entire surface of the pipe with 
AQUA CURE by spraying, brushing, dipping or rolling. Allow AQUA 
CURE to remain on the contaminated surface for 48 hours or 
longer. If a large amount of salt residue is present after application, 
remove by rinsing with water.  Allow to dry thoroughly prior to coating. 

TESTING: Our trained Account Representatives can help you 
determine which AQUA CURE grade is best for your needs with an 
on-site salt contamination test that yields immediate results. 

• �Easy To Apply by 
Spraying, Brushing, 
Dipping or Rolling

• Water Soluble

• Environmentally Safe

• �One Application 
Removes Most Salts
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690 AQUA CURE
PREMIUM CORROSION INHIBITOR

Helps you extend the life of your pipe

Product information and specifications are continually 
being updated. Please contact your Account 

Representative for the most current product information.


