
OIL CENTER RESEARCH, LLC
8 0 0 . 2 5 6 . 8 9 7 7

w w w . o i l c e n t e r . c o m
e s a l e s @ o i l c e n t e r . c o m

Liquid-O-R
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OUR MISSION STATEMENT:
“To operate safely while making 
quality p r o d u c t s  a t  t h e 
l o w e s t  c o s t  a n d  t o  deliver 
to our customers on time.”

Our Company was founded in 1958, 

beginning with the dream of two individuals 

and only one product to sell. This dream 

has grown into a manufacturing company 

with approximately 1,000 products used 

by all types of industries worldwide. Since 

its inception, the growth of the Company 

is the direct result of our commitment to 

manufacture quality products.

From the first product, Hydrogel, to 

the development of an entire line of 

products marketed under the Liquid-O-

Ring
®
 tradename, the Company became 

recognized worldwide for the quality of 

its products. Since 1958, the Company 

has expanded to include thread sealants, 

wireline and wire rope products, coatings, 

pump and valve packings, sealants for 

oil wells, and hydraulic oil additives to 

meet the demands of today’s industries. 

As the demand continued to grow, more 

products were added to meet the needs of 

the customers, including a line of soaps, 

detergents, and related products for the 

janitorial, car wash, and concrete industries.

Besides our commitment to manufacture 

qual i ty  products  and adaptabi l i ty 

to customer/industr y  needs,  other 

contributing factors to the Company’s 

success are its strategic warehouse 

locat ions ,  network  o f  d i s t r ibuto r s 

located nationally and internationally, 

commitment to excel lent  customer 

service, and product reliability providing 

the utmost customer satisfaction.



LUBRICANTS

404EU ALL PURPOSE LUBRICANT AND 
SEALANT gives coated parts long-lasting 
protection. 404EU is made with Liquilon® and 
possesses a unique plating and coating ability 
which provides a residual lubrication film that 
eliminates metal-to-metal contact and prevents 
rust and corrosion.

404SYN/ES ENVIRONMENTALLY SAFE 
SYNTHETIC LUBRICANT AND SEALANT 
is manufactured without any zinc oxide and 
displays one of the lowest coefficients of friction 
and anti-stick properties of any known material. 

SOLIDS

626 SELF-MOLD MOLDABLE PACKING is a 
clean, odorless, moldable, unextruded packing 
used to seal stuffing boxes and repair scored and 
pitted shafts. It is made with LIQUILON®, can 
be used as a supplement to either worn or 
new packing, and services temperatures up to 
400°F(204°C).

636G STICK PACKING is a clean, odorless, 
pliable packing used to seal stuffing boxes 
and  continues to seal and lubricate long after 
conventional packing has failed. Made with 
LIQUILON®, it repairs scorred and pitted shafts and 
reduces wear. 636G services temperatures up to 
400°F(204°C) and has a size of 1/2” equilateral x 
2 1/2” sticks, forming a triangular prism.

686 SELF FORM SYNTHETIC STICK PACKING 
is a clean, odorless, pliable packing used to 
seal stuffing boxes and repair scored and pitted 
shafts. 686 is petroleum-hydrocarbon-free stick 
packing made with LIQUILON®. 

SEMI-LIQUIDS

505 SEMI-LIQUID PACKING is made with 
Liquilon® and is recommended for the elimination 
of centrifugal, reciprocating, polish rod and valve 
stuffing boxes. 505 is designed especially for close 
tolerances.

506 SEMI-LIQUID PACKING provides superior 
sealing and lubrication while repairing scored, pitted, 
and damaged shafts with constant use. 506 is for 
close tolerances up to 0.010 inch clearance and is 
made with Liquilon®.

507 SEMI-LIQUID PACKING is made with 
Liquilon® and is recommended for the elimination 
of downtime in centrifugal, reciprocating, polish rod 
and valve stuffing boxes. 507 is for close tolerances 
up to 0.020 inch clearance.
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Product information and specifications are continually being 
updated. Please contact your Account Representative for the 

most current product information.


